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e |DT-UTP is used for stripping the jacket \.d\: ;

on CATS5, CATSE and CAT6 UTP/STP cables
e DDT-UTP combo design is used for stripping J 4
the jacket on CAT5, CATSE, CAT6 and the
larger O.D. 10G types of UTP/STP cables
Molded blade cassette ensures precise jacket stripping
with no nicking/scoring of the twisted pair conductors
Factory pre-set cassette blades requires no adjustment
by the installer
e DDT combo model reduces the number of tools required
to prepare various sizes of twisted pair (UTP/STP) cable
Note: Tool is not intended for Plenum Series Cable construction
Made in the U.S.A. e LDT-UTP Length: 4 in (102mm)
Weight: 0.8 0z (23g) e Part No.: 42688
DDT-UTP Length: 3.63 in (92 mm)
Weight: 2.0 0z (57g) e Part No.: 42452
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Premise Toner Drop Cable Continuity Tester

¢ LED indicates DC shorts, splitters, and other self-grounding
devices in cable

e Loud audio tone identifies line carrying signal

e Checks circuit integrity in new and/or installed cable

e Right angle male push-on connector lets you work in tight areas

e Female push-on connector for speed toning

e Tests up to 5,000 ft (1500 m) of cable

e Clips to shirt pocket for easy accessibility

e Toner Section Replacement — Part No.: 42349

e AAA 1.5V battery included

e Length: 4.875 in (124 mm)

e Weight: 4 0z (113.4 g)

e Part No.: 42345
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Locking Terminator Tools

e Used on the following locking terminators: -
Corning Gilbert — GTP = |

PCT International — TPG
PDI Incorporated — PTP-59, PTP-59LR, PTP-59-PB
PPC — LFT & PST
Signal Vision, Inc. — SV-LT & SV-LTA
Viewsonics — TR 75 GTL
e 1 inch (25.4 mm) handle diameter provides easy access
between trap shields on tap spigots
e Tip design keeps out foreign debris, which could interfere
with proper tool operation
e Length: 4.5in (114 mm) e Weight: 1.9 0z (54 g)
e Part No.: 36865
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